
                    11-405
4-Pole Complete Assembly

         12-24 Volts, 20 Amp

        

AUTOMOTIVE, MARINE, RECREATIONAL VEHICLES, TRUCKS
12 Volts, 15 Amps. Molded Inline connectors (Flat Type) are an economical means of connecting electrical systems. Wires
are color coded for easy installation. Standard 18 gauge automotive wire, 12 " wire length, except where noted.  Polarized

design to insure proper connection.  Molded case offers all-round weather protection.

FLAT TYPE

12-24 Volts 20 Amp. Polarized design with high impact interior and split brass contacts for a perfect fit to ensure
maximum current carrying capacity.  Outer sleeves are unaffected by ozone or weather.

CONNECTOR ASSEMBLIES

12-VOLT SYSTEM Total length of Cable in Circuit from Battery to Most Distant Lamp
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1.0 6 20 20 20 20 20 20 20 20 20 18
1.5 10 20 20 20 20 20 20 20 20 18 18

2 16 20 20 20 20 20 20 18 18 16 16
3 24 20 20 20 20 20 18 18 16 16 14
4 30 20 20 20 20 18 16 16 16 14 12
5 40 20 20 20 18 18 16 14 14 12 12
6 50 20 20 20 18 16 16 14 14 12 12
7 60 20 20 20 18 16 14 14 12 12 10
8 70 20 20 20 16 16 14 12 12 10 10

10 80 20 20 18 16 14 12 12 12 10 10
11 90 20 20 18 16 14 12 12 10 10 8
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12 100 20 20 18 16 14 12 12 10 10 8
15 120 20 20 18 14 12 12 10 10 8 8
18 140 20 20 16 14 12 10 10 8 8 8
20 160 20 18 16 12 12 10 10 8 8 6
22 180 20 18 16 12 10 10 8 8 8 6
24 200 20 18 16 12 10 10 8 8 6 6
36 20 16 14 10 8 8 8 6 6 4
50 18 16 12 10 8 6 6 4 4 2

100 14 12 10 6 4 4 2 2 1 0
150 14 10 8 4 2 2 1 0 00 000
200 12 8 6 4 2 1 0 00 000 0000

WIRE GUAGE SELECTION CHART
Note: This chart is based  upon a 10% voltage drop.  For 5% voltage drop, use double the measured wire length.  When mechanical strength is a factor, use next

larger wire gauge.

11-200
2-Pole Complete Assembly

             12-24 Volts, 20 Amp

12-200
2-Pole Complete Assembly,
18 gauge wire.

12-403
4-Pole Complete Assembly,
18 gauge wire.

12-404
4-Pole Complete Assembly with
48" wire leads of female (car) side.
12" leads on male (trailer) side

12-601
6-Pole Complete Assembly
with 48" wire leads on female (car)
side. 12" leads on male (trailer) side.13

Trailer EndCar End Car EndTrailer End

SQUARE TYPE

12-600
6-Pole Complete
Assembly 18 gauge wire.
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