
Toll Free 1-800-701-0975
Fax 1-800-892-6360Selection, Service & Quality Solutions

Sanborn NY

90

H

ATO/ATC Style ‘Maxi’ Blade Fuses

Fuse Pullers

Blade Fuses

ATO/ATC Style ‘Standard’ Blade Fuses

ATO/ATC Style ‘Mini’ Blade Fuses

‘ATO/ATC-Style’ Standard Blade Fuses

Amp Rating Colour 5 pcs/pk 100 pcs/pk

1 Amp Black 766208 *766208C
2 Amp Grey 766209 *766209C
3 Amp Violet 766210 *766210C
4 Amp Pink 766211 *766211C
5 Amp Tan 766212 *766212C
7.5 Amp Brown 766213 *766213C
10 Amp Red 766214 *766214C
15 Amp Blue 766215 *766215C
20 Amp Yellow 766216 *766216C
25 Amp Clear 766217 *766217C
30 Amp Green 766218 *766218C
40 Amp Orange 766219 *766219C

• Maximum 32 Volt rating
• Zinc alloy
• Universally colour-coded for easy amperage identification
• Features an enclosed element that offers protection
against shocks & sparks

• Corrosion resistance for a longer service life
• Meets or exceeds OEM & SAE standards

Rating Blow Time
110% ≥ 100hr
135% ≥ 0.75s, ≤ 1800s
200% ≥ 0.15s, ≤ 5s
350% ≤ 0.08s

*NEW

‘ATO/ATC-Style’ Mini Blade Fuses

Amp Rating Colour 5 pcs/pk 100 pcs/pk

2 Amp Grey 766240 *766240C
3 Amp Violet 766241 *766241C
4 Amp Pink 766242 *766242C
5 Amp Tan 766243 *766243C
7.5 Amp Brown 766244 *766244C
10 Amp Red 766245 *766245C
15 Amp Blue 766246 *766246C
20 Amp Yellow 766247 *766247C
25 Amp Clear 766248 *766248C
30 Amp Green 766249 *766249C

• Maximum 32 Volt rating
• Zinc alloy
• Universally colour-coded for easy amperage identification
• Features an enclosed element that offers protection
against shocks & sparks

• Corrosion resistance for a longer service life
• Meets or exceeds OEM & SAE standards

Rating Blow Time
110% ≥ 100hr
135% ≥ 0.75s, ≤ 1800s
200% ≥ 0.15s, ≤ 5s
350% ≤ 0.08s

ATO/ATC Style ‘Maxi’ Blade Fuses

Amp Rating Colour 1 pc/pk 25 pcs/pk

20 Amp Yellow 766250 *766250Q
30 Amp Green 766251 *766251Q
40 Amp Orange 766252 *766252Q
50 Amp Red 766253 *766253Q
60 Amp Blue 766254 *766254Q

Fuse Pullers (Blade & Glass Fuses)

*764206 Fuse Puller for Blade & Glass Fuses, Long

*764207 Fuse Puller for Blade & Glass Fuses, Short

• Maximum 32 Volt rating
• Zinc alloy
• Universally colour-coded for easy amperage
identification

• Features an enclosed element that offers
protection against shocks & sparks

• Corrosion resistance for a longer service life
• Meets or exceeds OEM & SAE standards
• Used to protect circuits in the wiring harness
usually found under the hood, in a fuse panel
or in the supplementary panel near the battery

*NEW

*764206

*764207

*NEW

*NEW

*NEW


