
Liquid Electrical Tape

• 	�Forms a tough, flexible coating on metal, rubber and plastic to help 
waterproof connections

• Quick drying formula
• Excellent for hard to tape places
• 	�Absorbs vibrations which prevents terminal screws from loosening
• Stays clean and neat
• Will not crack or unravel
• 	�Can also be used as a thread locker or gasket sealer
• Applicator brush included
• 	�Can be used in automotive, marine, heavy‑duty, RV, industrial and 

electrical applications
• 118mL (4 fl oz.) can

Liquid Electrical Tape

PVC Cold Weather Electrical Tape (Arctic Splice)TM

Colour 1 Can 12 Cans/Box

Black 769998 769998B

Green  769995  769995B

Red  769997  769997B

White  769996  769996B

Tapes

• 600 Volt rating  • Flame Retardant  • Weather-Resistant 
• Can be used as primary insulation at not more than 600 Volts 
• Lead-free  • Temperature rating: -18°C to 105°C (0°F to 221°F)
• Easily applied at low temperatures  • Highly elastic
• �Dimensions (Length x Width x Thickness): 

20m x 19mm x .18mm (66' x 3/4" x .007")
• CSA Approved/UL Listed

Colour 1 Roll 10 Rolls/Sleeve 100 Rolls/Carton

Black 669657 769657 769657B

‘Ice’ Blue 669653 769653 769653B

769657 769653

669657

669653

Cold Weather  
Tape… for 

applications  
as low as -18°C

i WHY THE “ICE‑BLUE” COLOUR?
• �Installer/End User will know that Cold 

Weather Electrical Tape is being used
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