Resistors

DBEMCH series

CASE RESISTORS

Compact design / size.

Excellent load life stability and short time

overload. Resistant to moisture and solvent.

Self-extinguish encapsulation material.

Standard lead wire length 300mm.

EMCH BRAKIMNG RESISTCR CIMENSION SHEET mm

WATTS Li L2 w 21% D
75 140 125 40 20 4
100 165 150 40 20 4
150 216 200 40 20 4
200 165 150 &0 30 53
300 215 200 &0 30 53
400 265 250 &0 30 53
500 330 315 &0 35 53
750 330 315 B0 35 53
1000 415 400 B0 35 53
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Resistors

DBEMCH series

CASE RESISTORS

DBEMCH Case Resistors Selection

| watts | Ohms |Reference

| watts | Ohms |Reference

75 25 DBEMCH7525R 100 25 DBEMCH10025R
75 DBEMCH7575R 75 DBEMCH10075R
100 DBEMCH75100R 100 DBEMCH100100R
250 DBEMCH75250R 250 DBEMCH100250R
150 50 DBEMCH15050R 200 25 DBEMCH20025R
75 DBEMCH15075R 75 DBEMCH20075R
100 DBEMCH150100R 100 DBEMCH200100R
300 25 DBEMCH30025R 400 25 DBEMCH40025R
50 DBEMCH30050R 50 DBEMCH40050R
75 DBEMCH30075R 75 DBEMCH40075R
100 DBEMCH300100R 200 DBEMCH400200R
150 DBEMCH300150R
250 DBEMCH300250R
500 25 DBEMCH50025R 750 75 DBEMCH75075R
50 DBEMCH50050R 100 DBEMCH750100R
75 DBEMCHS50075R 250 DBEMCH750250R
100 DBEMCH500100R
250 DBEMCHS500250R
1000 75 DBEMCH100075R
100 DBEMCH1000100R
250 DBEMCH1000250R
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