
E
0.26
0.39
0.47
0.51
0.25
0.34
0.41
0.47
0.29
0.39
0.47
0.51
0.39
0.39
0.47
0.51
0.39
0.39
0.47
0.51
0.39
0.47
0.51
0.47
0.51
0.94
0.94

ESTD -1974

COPPER COMPRESSION LUGS

DIMENSION IN INCHES

PART NO B FA1 C D
STUD
SIZE

98201*
98202*
98203*
98204*
98205*
98206*
98207*
98208*
98209*
98210*
98211*
98212*
98213*
98214*
98215*
98216*
98217*
98218*
98219*
98220*
98221*
98222*
98223*
98224*
98225*
98226*
98227*

8
8
8
8
6
6
6
6
4
4
4
4

1-2
1-2
1-2
1/0
1/0
1/0
1/0
2/0
2/0
2/0
3/0
3/0
4/0
4/0

1/4
5/16
3/8
1/2
1/4

5/16
3/8
1/2
1/4

5/16
3/8
1/2
1/4

5/16
3/8
1/2
1/4

5/16
3/8
1/2

5/16
3/8
1/2
3/8
1/2
3/8
1/2

0.47
0.59
0.67
0.75
0.47
0.59
0.67
0.75
0.55
0.63
0.71
0.75
0.79
0.79
0.79
0.91
0.87
0.87
0.87
0.91
0.91
0.91
0.91
1.02
1.02
1.10
1.10

0.55
0.79
0.94
1.02
0.54
0.71
0.87
0.98
0.59
0.79
0.94
1.02
0.79
0.79
0.94
1.02
0.79
0.79
0.94
1.02
0.79
0.94
1.02
0.94
1.02
1.10
1.10

0.39
0.39
0.39
0.39
0.51
0.51
0.51
0.51
0.59
0.59
0.59
0.59
0.79
0.79
0.79
0.79
0.79
0.79
0.79
0.79
0.83
0.83
0.83
0.98
0.98
1.02
1.02

0.08
0.05
0.05
0.04
0.11
0.08
0.07
0.07
0.12
0.10
0.09
0.08
0.16
0.16
0.16
0.13
0.16
0.16
0.16
0.15
0.18
0.18
0.18
0.18
0.18
0.18
0.18

0.25
0.33
0.41
0.51
0.25
0.33
0.41
0.51
0.25
0.33
0.41
0.51
0.25
0.33
0.41
0.51
0.25
0.33
0.41
0.51
0.33
0.41
0.51
0.41
0.51
0.41
0.51

1.12
1.38
1.54
1.65
1.31
1.48
1.63
1.77
1.48
1.65
1.81
1.89
1.85
1.85
2.01
2.21
1.97
1.97
2.13
2.21
2.06
2.21
2.32
2.36
2.48
2.56
2.56

18 M-K-RED
  8 M-K-RED
  8 M-K-RED
  8 M-K-RED
  6 K-K-BU
  6 K-K-BU 
  6 K-K-BU 
  6 K-K-BU
  4 J-H-GREY
  4 J-H-GREY
  4 J-H-GREY 
  4 J-H-GREY 

1-2 H-H-PINK
1-2 H-H-PINK
1-2 H-H-PINK
1-2 H-H-PINK

   1/0 E-A-BLK
   1/0 E-A-BLK 
   1/0 E-A-BLK
   1/0 E-A-BLK 
  2/0 A-C-ORG 
  2/0 A-C-ORG
  2/0 A-C-ORG 
  3/0 A-B-PUR
  3/0 A-A-YEL
  4/0 A-A-YEL
  4/0 A-A-YEL

MARKING 
INFORMATIONA

COPPER COMPRESSION LUGS 

HEFTY TIN PLATED COPPER LUGS COPPER HEAVY DUTY STARTER LUGS

C
O

M
P

R
ES

S
IO

N
 C

O
N

N
EC

TO
R

S

*See table for dimension.

108

( )* Marked is not UL Listed.

CONDUCTOR 
RANGE

•  Made of pure electrolytic copper for superior
conductivity

•  Contains over twice the copper weight as regular lugs
•  Tin Plated for maximum corrosion prevention

(Excellent for marine applications and longer life)

•  Universal colour coding makes matching crimping dies easier
• Closed-type
• Crimpable/Solderable

Toll Free Tel: 1.800.701.0975   •   Toll Free Fax: 1.800.892.6360   •   orders@elecdirect.com

( )* Marked is not UL Listed.

8
8
8
8
6
6
6
6
4
4
4
4




