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COPPER COMPRESSION SPLICES

FLARE LENGTH
CONDUCTOR

RANGE
PART NO

COPPER FINISH
PART NO

TIN FINISH LENGTH

98333
98334
98335
98336
98337
98338
98339
98340
98341

98333T
98334T
98335T
98336T
98337T
98338T
98339T
98340T
98341T

8
6
4
2
1
1/0
2/0
3/0
4/0

1.10
1.15
1.22
1.34
1.34
1.56
1.81
1.90
2.46

0.10
0.10
0.10
0.10
0.10
0.10
0.10
0.10
0.10

DIMENSION IN INCHES

TIN PLATED COPPER BUTT SPLICES 
COPPER STANDARD WALL STARTER SPLICES  

* Manufactured of seamless pure electrolytic grade 
copper.

* Used for crimp or solder style.
* For copper conductor only.
* Suitable for application with up to 35 KVA.
* Rated 600 volts / 194  F.°
* UL 486A listed.  
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*See table for dimension.
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FLARE LENGTH

CONDUCTOR

GAUGE (Awg)
PART NO.
2 PACK

PART NO.
20 PACK LENGTH

662579
662580
662581
662582
662583
662584
662585
662586
662587

762579
762580
762581
762582
762583
762584
762585
762586
762587
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1.10

1.15
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1.34

1.34

1.56

1.81

1.90

2.46

0.10

0.10

0.10

0.10

0.10

0.10

0.10

0.10

0.10

DIMENSION IN INCHES

Toll Free Tel: 1.800.701.0975   •   Toll Free Fax: 1.800.892.6360   •   orders@elecdirect.com

•  100% pure copper for superior conductivity
•  Tin Plated for maximum corrosion prevention 

(Excellent for marine applications and longer 
life)

• Flared ends for easy wire insertion  

• Closed-type
• Available in packs of 20 & 2   




